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ЭКСПРЕСС ДИАГНОСТИКА ТЕХНИЧЕСКОГО СОСТОЯНИЯ ШЕСТЕРЕННЫХ ГИДРОМАШИН.

Назначение. Оценка технического состояния, остаточного ресурса с учетом изменения геометрических параметров деталей шестеренных гидромашин, которые изменяются по причине износа.

Описание. Устройство состоит из манометра, расходомера и редукционного клапана. Позволяет оценить эксплуатационные параметры – подачу (расход) в зависимости от рабочего давления и состояния шестеренной гидромашины на момент испытания с использованием номограммы.
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Достоинства. Простота монтажа устройства в гидропривод машины. Не требует демонтажа шестеренной гидромашины и другого оборудования для проведения диагностики.

Кафедра строительных и дорожных машин, И.М. Ефремов, к.т.н., профессор

Тел. (+7-3953) 32-53-63, Факс (+7-3953) 33-20-08, E-mail: sdm@brstu.ru

快速检查齿轮液压机的技术状态
THE EXPRESS TRAIN DIAGNOSTIC OF AVAILABILITY INDEX 
OF PRODUCT OF GEAR-TYPE HYDROMACHINES.

项目简介：根据齿轮液压机零件由于磨损而改变的几何参数的变化来评价技术状态和剩余寿命。
Purpose. An estimation of availability index of product, residual resource(safe life) with allowance for changes of geometrical parameters of parts of gear-type hydromachines, which are changed by owing to wearings.

说明：设备有压力表，耗量表及减压活门组成。可评价使用参数一取决于工作压力的供给（耗量）和使用诺模图试验时齿轮液压机的状态。
Description. The device consists of the pressure gauge, flowmeter and pressure-control valve. It allows to evaluate operational parameters - submission depending on an operating pressure and condition of the gear-type hydromachine on the test moment with usage of the nomograph.
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优点：设备安装简单。不需要拆卸齿轮液压机和其它设备进行检查。
Advantages. A simplicity of mounting of the device in a hydraulic drive of the machine. It does not demand dismantling of the gear-type hydromachine and other equipment for realization of diagnostic.
The Faculty of the building and road machines, I.M. Efremov, doct. of sc., professor 
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